CBGN 2011 -
CBGN 2021

Abatidores y congeladores
de temperatura 20 niveles dobles
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Mas detalles y ficha

técnicaen:

Versidn espafiol

More details and

technical sheet:

English version
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Tension/Frecuencia
Electrical

MOD.

(V/Hz]
3N 380/50
3N 380/50
3N 380/50
3N 380/50
3N 380/50
3N 380/50
3N 380/50
3N 380/50
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Carro
Rack

3x20 GN 1/1
4x20 GN 1/1
3x20 GN 1/1
4x20 GN 1/1
3x20 GN 1/1
4x20 GN 1/1
3x20 GN 1/1
4x20 GN 1/1
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Abatimiento
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200 /130%*
200 /130%*
200/ 130%*
200 /130%*
400 / 260*
400 / 260*
400 / 260*
400 / 260*

Motocondensadora incluida
Condensing unit included
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20869 /11411
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41738 /22822
41738 /22822
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Evaporacién Control Refrigerante
Evaporation Control Refrigerant
Forzada / Forced Digital R 452 A
Forzada / Forced Digital R 452 A
Forzada / Forced Digital R 452 A
Forzada / Forced Digital R452 A
Forzada / Forced Digital R 452 A
Forzada / Forced Digital R452 A
Forzada / Forced Digital R 452 A
Forzada / Forced Digital R452 A

*Rendimientos probados segtin la norma EN17032

*Capacity tested according to EN17032 standard

Fotograffas no contractuales / Non contractual pictures.
Caracteristicas técnicas y constructivas sujetas a variacion sin previo aviso / We reserve the right to change specifications without prior notice.

Los datos técnicos estan sujetos a posibles variaciones que serén actualizadas periédicamente en las fichas técnicas del producto, disponibles en la web.
The technical data are subject to possible variations that will be updated periodically in the technical data sheets of the product, which are available on the website.



Blast chillers and freezers 20 levels

REFRIGERACION

Refrigeracion
% Abatimiento rapido: +90°C a +3°C en menos de 80 minutos.

Congelacidn rapido: +90°C a -18°C en menos de 270 minutos.

ABT20 4PP

Nueva pantalla
tactil de 7"
New tactil 7"
screen

Serie

ABT

Series

REFRIGERATION

Refrigeration
Blas chilling: +90°C to +3°C in less than 90 minutes.
Blast freezing: +90°C to -18°C in less than 270 minutes.
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ABATIDORES

ABT20 3C ABT20 4C
1200 x 1895 x 2280 mm. 1400 x 2235 x 2280 mm.

ABT20 3P

1200 x 1990 x 2280 mm.

ABT20 4P

1400 x 2390 x 2280 mm. 1200 x 1895 x 2280 mm. 1400 x 2295 x 2280 mm. 1200 x 1890 x 2280 mm.

Fotografias no contractuales / Non contractual pictures.
Caracteristicas técnicas y constructivas sujetas a variacion sin previo aviso / We reserve the right to change specifications without prior notice.

Los datos técnicos estan sujetos a posibles variaciones que seran actualizadas periddicamente en las fichas técnicas del producto, disponibles en la web. . . w
The technical data are subject to possible variations that will be updated periodically in the technical data sheets of the product, which are available on the website. www.infrico.com

Entrada carro / Car entry

3C/4C 3CP /3PP /4CP [ 4PP 3P /4P
Ruedas dentro Potenciados |I Pasante

Wheels inside Power full Pass-throw

Opcional / Optional

ABT20 3CP

Rampa / Ramp (RAMABT21)
Carro/ rack (660x755x1787]) GN 2/1 [CBGN2021)
Carro/ Rack [530x705x1787) 600x400 mm (CBE20)
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ABT204CP  ABT20 3PP

ABT20 4PP

1400 x 2390 x 2280 mm.



