Mural congelacidn grupo incorporado cerrada  eco
Plugin freezer glass door multideck mﬁﬁ MSBT

CARACTERISTICAS TECNICAS

Mueble vertical de congelado con grupo incorporado de R-290
(propano).
Puertas batientes acabado “todo cristal”, sin marcaos de color negro.
Puertas de cristal triple calefactadas.
Laterales opacaos.
Estantes de varilla regulables e inclinables 0°/8°/15°.
lluminacién LED 24V vertical color blanco frio 5500K.
5 niveles de exposicion:
4 estantes de varilla.
Cuba.
Portaprecios 40 mm. en estantes y cuba.
Perfecta uniformidad de temperatura con el minimo consumo de
energia.

MN4PBTPCL1

Modelo “C” color exterior personalizable
“C” model personalized exterior decoration
Pag. 467)

Serie
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TECHNICAL CHARACTERISTICS

R-280 Plug in Frozen vertical closed cases for remote
rack with triple glass hinged doors.

“All cristal” hinged doors, without black frames.
Triple glass heated doaors.

Opaque sides.

Tiltable adjustable wire shelves.

LED lighting 24V vertical cold white color.

Electronic control.

4 exposure levels:
4 wire shelves

Expositon deck
Prize-holder 40 mm on shelves and exposition deck.
Perfect temperature uniformity with minimum energy consumption.
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Decoracidn frontal personalizable
Personalized frontal decoration
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MN3PBTPL1

Fotografias no contractuales / Non contractual pictures
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Dimensiones Dimensions
Medidas / measure
780 x 2000 x [** L mm.] ]
Longitud [** L] / lenght Mo
1250/ 1875 /2500 mm.
Estantes/ shelves Rango de Temperatura 1IS023953
400 mm. Temperature Range 13023953
Exposicion / exposition deck -
4925 mm. Te Producto / Product " T® Aplicacién / Application T 2
Espesor laterales / end panel LGl -15°C/-18°C -23°C/-25°C
thickness Clase climatica3 Climatic class 3 - g
. =
60 mm. 25°C/60% HR )
Datos Técnicos / Technical Data
Volumen Precio
Modelo Longitud®* Laterales TOA Area refrigerada refrigerado Potencia nominal N° Puertas Datos eléctricos Refrigerante Price (€)
Model Lenght** End panel /m Refrigerated Area Refrigerated Nominal power Doors Electrical data Refrigerant
volume
mm mm me litros w V/Hz
MN2PBTPL1 1250 60+60 1,37 3,25 829 1860 2 230V / 50Hz R-290
MN3PBTPL1 1875 60+60 2,06 4,88 1243 2920 g 230V / 50Hz R-290
MN4PBTPL1 2500 60+60 2,74 5.28 1533 3519 4 230V / 50Hz R-290
MN2PBTPCL1 1250 60+60 1,37 3,25 829 1860 2 230V / 50Hz R-290
MN3PBTPCL1 1875 60+60 2,06 4,88 1243 2920 g 230V / S0Hz R-290
MN4PBTPCL1 2500 60+60 2,74 5.28 1533 3519 4 230V / 50Hz R-290

Caracteristicas técnicas y constructivas sujetas a variacion sin previo aviso / We reserve the right to change specifications without prior notice.

Los datos técnicos estan sujetos a posibles variaciones que seran actualizadas periédicamente en las fichas técnicas del producto, disponibles en la web.
The technical data are subject to possible variations that will be updated periodically in the technical data sheets of the product, which are available on the website.
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